PSEN ma1.3b-22/1switch

Technical details

General data
Approval:
Sensor principle:

Coding level to ISO 14119:

Classification to EN 60947-5-3:

Suitable for series connection:
unit type:

Technical data

Electrical data

Supply voltage (V):

Type of supply voltage U1:
Switching voltage:
Environmental data
Ambient temperature:
EMC to standard ...:
Vibration to standard ...:

Acc. shock to standard1:

Pollution degree clear.&creep.:

Mechanical data

Type 1 actuator:

PILZ

THE SPIRIT OF SAFETY

526123

Magnetic safety switch 3 n/o, round M12 design, IP67, with 10 m cable,
for applications with PSEN ix1, PU = 1 piece without actuator, certification

(TUV, EAC, UL, ECOLAB approved).

CE, cULus Listed, ECOLAB, EAC (Eurasian), TUV

magnetic
Low
PDDB
yes

Sensor

24 -24V
DC

24V

-25-70°C
EN 60947-5-3
EN 60947-5-2
30g

3
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Sensor can be flush-mounted: Yes, follow installation guide
Connection type: 10 m cable

Cable lines: LiY11Y 6 x 0.25 mm2
Housing material upper part: PBT

Depth dimension: 59.1 mm

Net weight: 360 g

Gross weight: 370 g

Obligatory accessories

535120 PSEN ix1 Interface for 4 PSEN 1
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