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• Rails

Marking Strip (BNM Type)

• Dust Cover

Accessories

Length Type No. Ordering Type No. Material Weight (Approx.) Package Quantity

1000 mm
BAA1000 BAA1000PN10 Aluminum 200g 10
BAP1000 BAP1000PN10 Steel 320g 10
BNJA1000 BNJA1000PN10 Aluminum 340g 10

Material Type No. Ordering Type No. Package Quantity Dimensions
PVC
(glossy surface) BNM7 BNM7PN10 10 9.5 × 0.5t × 1m

Fiber Glass
(matte surface) BNM9 BNM9PN10 10 9.5 × 0.5t × 1m

PVC
(glossy surface) BNM725 BNM725 1 9.5 × 0.5t × 25m

Item Type No. Ordering Type No.
Size (mm)

Terminal Block Package Quantity
A B

Dust Cover (1m)

BNC220 BNC220PN10 37.6 8.5 BA111T, BA211T 10
BNC230 BNC230PN10 39.6 8.5 BA311T 10
BNC320 BNC320PN10 49.6 8.5 BA411S 10
BNC520 BNC520PN10 65.0 9.0 BA611S, BA711S, BAT20 10
BAC820 BAC820PN10 85.0 10.6 BA811S 10

Dust Cover (500 mm) BNC92 BNC92PN10 140.5 9.8 BA911S 10
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DIN Rail 35-mm-wide DIN Rail 35-mm
 + C30 Rail 

• Mounting Clip
Used on the ends of a group of terminal blocks to secure 
and prevent sliding along the rails.

Material: Steel (zinc chrome-plated)

Notes on Selecting Mounting Clips
• When using BA611S, use BAL2 or BNL8. Also, when 

using BA711S, BA811S, BA911S of 100A or larger, use 
BAL2 or BNL8.

• When mounting rails vertically, use BAL2 or BNL8.
BNL6 BAL2 BNL8

Weight: Approx. 25.2g

Type No. Ordering Type No. Package Quantity
BNL6 BNL6PN10 10
BNL8 BNL8PN10 10
BAL2 BAL2PN10 10

Material: Polycarbonate


