SCHNEEBERGER

UNEAR TECHNOLOGY

[/  MINIRAIL Product Overview

7.211 Dimension Tables, Load Capacities, and Moment Loads, for Wider Width MINIRAIL
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Wider width 14 Wider width 18
Name § §
3 = = 3 = =
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A | System height 9 12
B | System width 25 30
B: | Rail width | 14 | 18
B> | Distance between reference surfaces 5.5 6
J Carriage height 6.8 8.5
Ji | Rail height | 52 \ 7
L | Carriage length with wipers 321 411 40 50
— L1 Longitudinal spacing of attachment holes 10 19 12 24
E L2 | Longitudinal spacing of attachment holes - - - -
Y Ls | Spacing of attachment holes 30 30
§ Ls/L1o | Position of first and last attachment hole 10 10
g Ls | Carriage length (steel body) 296 | 386 | 37 | 47
E Ls | Lateral attachment hole spacing \ - \ -
e N Lateral attachment hole spacing 19 21
e Thread M3 M3
fi Hole diameter 35 35
fa_ | Countersink diameter 6 6
g | Thread depth 2.8 | 3
ge | Step drilling height \ 2 [ 25
mi1 | Position of lubrication holes 3.3 4.3
0 Reference face height 2.2 3.1
=
S Co | Static load capacity 2340 3275 3880 5270
3
§ © Dynamic load capacity 1230 1550 2140 2645
Moa | Permissible lateral static torque 16.6 23.3 bz 48.2
§ € Mo | Permissible longitudinal static torque 9.3 18 19.4 35.1
,§ €| Mo | Permissible lateral dynamic torque 8.7 11 19.6 24.2
M. | Permissible longitudinal dynamic torque 49 8.5 10.7 17.6
Weights guideway (g/m), carriage (g) 518 25 33 915 47 60




