
Data sheet 6GK5798-8MB00-0AC1
Product type designation IWLAN RCoax Cable-Clip 1/2-Zoll

RCoax cable clip 1/2" Cable holder for RCoax cable; Fixing screws
not included in scope of supply; 10 units

Ambient conditions
Ambient temperature

● during operation -40 ... +110 °C

● during storage -40 ... +110 °C

● during transport -40 ... +110 °C

Design, dimensions and weights
Width 17.5 mm
Height 26.5 mm
Net weight 40 g

Standards, specifications, approvals
Reference code

● according to IEC 81346-2:2018 UAB

Further information / Internet-Links
Internet-Link

● to website: TIA Selection Tool http://www.siemens.com/tia-selection-tool

● to website: Selector SIMATIC NET
SELECTION TOOL

http://www.siemens.com/snst
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_IK10_XX_01397
http://www.siemens.com/tia-selection-tool
http://www.siemens.com/snst


● to the website: IWLAN http://www.siemens.com/iwlan

● to website: Industrial communication http://www.siemens.com/simatic-net

● to website: Industry Mall https://mall.industry.siemens.com

● to website: Information and Download Center http://www.siemens.com/industry/infocenter

● to website: Image database http://automation.siemens.com/bilddb

● to website: CAx Download Manager http://www.siemens.com/cax

● to website: Industry Online Support https://support.industry.siemens.com
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