Product data sheet TWDFCW30K

Characteristics pre-formed cable - for I/O extension - Twido - 3
m

Product availability: Stock - Normally stocked in distribution facility

: _ Main
,/-'_“‘"--\Q *\\\\. ¢ Range of product Twido
Accessory / separate Connection accessories
\ part category

Accessory / separate Connecting cable
\ part type
Accessory / separate Pre-formed cable

part designation

Accessory / separate 1/0 extension
part destination

Complementary

Product compatibility TWDDDI32DK
TWDDDO32TK
TWDDDO16UK
TWDDDO32UK
TWDDDO16TK
TWDDDI16DK

Cable length 9.84 ft (3 m)

Cable cross section 0.00 in% (0.035 mm?)

AWG gauge AWG 22

Electrical connection 1 male connector HE10 20 Twido side
Free end

Net weight 0.89 Ib(US) (0.405 kg)

Ordering and shipping details

Category 22531 - PLCS, TWIDO, TWD
Discount Schedule PC12

GTIN 00785901292418

Package weight(Lbs) 0.44 kg (0.98 Ib(US))
Returnability Yes

reliability of these products for specific user applications.

Country of origin CN

Contractual warranty
Warranty 18 months

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil
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