Product data sheet
Characteristics

VW3A1113

Plain Text Display Terminal - 128 x 64 pixels -

P21

Product availability: Stock - Normally stocked in distribution facility

Complementary
Language

Main

Range of product

Range compatibility

Altivar

Easy Altivar 610
Altivar Machine ATV340

Accessory / separate
part category

Display and signalling accessories

Accessory / separate
part type

Accessory / separate
part destination

Display terminal

Variable speed drive

Product specific applica-
tion

To control, adjust and configure the drive
To display the current values
To save and download configurations

IP degree of protection

1P21

French
German
English
Spanish
Italian
Chinese

Realtime clock

Without

Display type

Backlit LCD screen white

Messages display capacity

2 lines

Pixel resolution

128 x 64

Net weight

0.11 Ib(US) (0.05 kg)

Environment

Ambient air temperature for operation

5...122 °F (-15...50 °C)

Ordering and shipping details

Category

22184 - ATV340 ACCESSORIES

Discount Schedule CP4B
GTIN 00785901770350
Package weight(Lbs) 0.10 kg (0.22 Ib(US))

Returnability

Yes

Country of origin

Offer Sustainability

ID

EU RoHS Directive

Mercury free

Pro-active compliance (Product out of EU RoHS legal scope) i)

Yes

RoHS exemption information

China RoHS Regulation

&
i
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=433191271&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=433191271&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=433191271&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=433191271&lang=en-us

