ZCKE056

Product data sheet

Characteristics

t switch head ZCKE - without lever left and

right actuation - -40 °C

limi

*JoaJay} asn 1o uonesldde

"ulaIay PauIeIUOD UOIIELLIOJUI B} JO SNSIW Joj a|qel| o d|qisuodsal aq [leys saLeIpISqns Jo sajel|iye s} Jo AUB JoU SYS SaLIsnpu| OL1}08|3 JapIauyos JayiaN

0ads jueAs|al ay} 0} Joadsal yum sjonpoud ayj jo Bunsay pue uonenieas ‘sisAjeue ysu a)9|dwod pue aendoidde ayy wuopad o} Jojelbajul Jo Jasn yons Aue jo Anp auj si 3y
‘suoneo|dde Jasn oyoads 10y spnpoud asay) jo Ajjiqeljal Jo Ayjigeyns Buluiwialep 1o pasn aq 0} Jou S| pue Joj 9)NJlISgns B Se papusjul Jou S| UOJJEJUSWINIOP SIYL

‘uraiay paulejuod synpoud ay) Jo aouewlIopad ay) Jo SONSLIBJOEIEYD [BDIUYDS) JO/pUE SuoldLIOSap [BIaUSB SUIBJUOD UOHBIUSWINOOP SIU) Ul paplAcid uonewIojul 8y |

Jan 8, 2020

ider
ectric

0
Lifels ®n Sdé“s\e


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Product availability: Stock - Normally stocked in distribution facility

Main

Range of product OsiSense XC

Series name Standard format

Product or component Limit switch head
type
Device short name ZCKE

Head type Rotary head

Product compatibility XCKJ

Associated lever ZCKY13
ZCKY52
ZCKY53
ZCKY11
ZCKY59
ZCKY41
ZCKY14
ZCKY81
ZCKY43
ZCKY51
ZCKY91

Associated body ZCKJ21
ZCKJ2
ZCKJ1
ZCKJD35H7
ZCKJD39H29
ZCKJ4104
ZCKJD37H29
ZCKJD35
ZCKJ6
ZCKJ5H29
ZCKJ5
ZCKJ4104H29
ZCKJ9
ZCKJ41
ZCKJ6H7
ZCKJ1H29
ZCKJD39H7
ZCKJ11H7
ZCKJ41H29
ZCKJ41H7
ZCKJD31H29
ZCKJ4H7
ZCKJ7H29
ZCKJ8
ZCKJD31H7
ZCKJ7
ZCKJ21H7
ZCKJ11
ZCKJTH7
ZCKJ11H29
ZCKJ8H7
ZCKJ2H7
ZCKJ2H29
ZCKJ9H29
ZCKJ6H29
ZCKJ1H7
ZCKJ404
ZCKJD37
ZCKJ8H29
ZCKJ404H7
ZCKJ4104H7
ZCKJ5H7
ZCKJ404H29
ZCKJD39
ZCKJ9H7
ZCKJD35H29
ZCKJ4H29
ZCKJ21H29
ZCKJ4
ZCKJD37H7
ZCKJD31

Movement of operating Rotary
head

Lifels On | Schneider
| PElectric



Complementary

Type of operator Without operating lever spring return

Type of approach Lateral approach, 1 or 2 programmable direction

Switch actuation

From left and/or right

CW and/or CCW
Positive opening With
Net weight 0.36 Ib(US) (0.165 kg)
Head material Metal

Environment

Ambient air temperature for operation

-40...158 °F (-40...70 °C)

Ambient air temperature for storage

-40...158 °F (-40...70 °C)

Environmental characteristic

Low temperature

Ordering and shipping details

Category 22411 - LIMIT SWITCHES,IEC,XCKJ
Discount Schedule T

GTIN 00785901256397

Package weight(Lbs) 0.36 kg (0.8 Ib(US))

Returnability Yes

Country of origin ID

Offer Sustainability

Sustainable offer status

Green Premium product

California proposition 65

REACh Regulation

WARNING: This product can expose you to chemicals including: Di-isodecyl ph-
thalate (DIDP) and Diisononyl phthalate (DINP) which is known to the State of
California to cause Carcinogen and Reproductive harm. For more information go
to www.p65warnings.ca.gov

i

EU RoHS Directive

Pro-active compliance (Product out of EU RoHS legal scope) iy

Mercury free

RoHS exemption information

Yes

i

Environmental Disclosure

i)

Circularity Profile

No need of specific recycling operations

Contractual warranty
Warranty

18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=879352&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879352&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879352&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879352&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110614EN

