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Product data sheet
Characteristics

490NTC00005U
Ethernet ConneXium shielded twisted pair
crossed cord-5m-2connectors RJ45-UL/CSA

Product availability:  Non-Stock - Not normally stocked in distribution facility

Main
Range of product Modicon Premium Automation platform
Bus type Ethernet
Accessory / separate
part category

Connection accessories

Accessory / separate
part type

Connecting cable

Accessory / separate
part designation

Shielded twisted pair crossed cord cable

Accessory / separate
part destination

Connection between hub, switch and transceiver

Cable length 16.40 ft (5 m)
Product certifications UL

CSA 22-1

Complementary
Electrical connection 2 connectors
Connector type RJ45
Flame retardance Class C2 CEI 322/1

Class C2 NF C 32070-1

Environment
Standards IEC 11801 class D

EIA-568 category 5
EN 50173 class D
TIA-568 category 5

Environmental characteristic Halogen free
Low smoke emission

Ordering and shipping details
Category 18244 - CONNEXIUM ETHERNET COMPONENTS
Discount Schedule PC45
GTIN 00785901405702
Package weight(Lbs) 1.00 kg (2.21 lb(US))
Returnability No
Country of origin FR

Offer Sustainability
California proposition 65 WARNING: This product can expose you to chemicals including: Lead and lead

compounds which is known to the State of California to cause Carcinogen & Re-
productive harm. For more information go to www.p65warnings.ca.gov

REACh Regulation REACh Declaration
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS Decla-

ration
Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=697174&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=697174&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=697174&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=697174&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=697174&lang=en-us
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Contractual warranty
Warranty 18 months


