Product data sheet
Characteristics

8910DPA44\V02U1
8910DPA definite purpose contactor, 40 A, 4P,
110/120 V 50/60 Hz coil, open, UL Listed

Product availability: Non-Stock - Not normally stocked in distribution facility

8a10DPA44VI2U1
50 A RS

ecen - M

Offer Sustainability

California proposition 65

Ordering and shipping details

Category 21344 - 8910 DPA 4_(40 AMP)
Discount Schedule CP1B

GTIN 00785901151500

Package weight(Lbs) 0.64 kg (1.42 Ib(US))
Returnability No

Country of origin CN

WARNING: This product can expose you to chemicals which are known to the
State of California to cause Carcinogen & Reproductive harm. For more informa-
tion go to www.p65warnings.ca.gov

REACh Regulation

i

EU RoHS Directive Compliant 22
Mercury free Yes

RoHS exemption information i2

China RoHS Regulation 2
Contractual warranty

Warranty 18 months
Jan 9, 2020

Lifels ®n Sclénst‘eider 1

ectric

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.
This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=560517&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=560517&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=560517&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=560517&lang=en-us

