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Product data sheet
Characteristics

9999GBK24
aluminum grounding bar kit, two pole,
2-14AWG AL or CU wire

Product availability:  Non-Stock - Not normally stocked in distribution facility

Main
Product Range Type S
Component type Grounding kit
Used with Contactor

starter

Complementary
Number of poles 2
AWG gauge AWG 14...AWG 2
Conductor material Aluminium
Electrical connection Screw terminal
Mounting mode Panel mounting
Tightening torque 6...12 lb.in
Height 1.00 in (25.4 mm)
Width 0.31 in (7.9 mm)
Depth 0.44 in (11.2 mm)

Environment
Product certifications CSA

Ordering and shipping details
Category 21761 - 9999 DISCOUNT CP1
Discount Schedule CP1
GTIN 00785901117094
Package weight(Lbs) 0.84 kg (1.86 lb(US))
Returnability No
Country of origin MX

Offer Sustainability
EU RoHS Directive Compliant EU RoHS Declaration
China RoHS Regulation China RoHS Declaration

Contractual warranty
Warranty 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=566597&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=566597&lang=en-us

