
 

W12P

WEDGE LOCK, 12P, REC, GRN, DT

05/12/2020 08:02PM | Page 1 For support call+1 800 522 6752

     Connectors >  Automotive, Truck, Bus, & Off-Road Connectors >  Connector Accessories >  Locks & Position Assurance >

 DEUTSCH DT WEDGELOCKS

 Number of Positions: 12

 Material: PBT GF

 Connector System: Wire-to-Board, Wire-to-Wire

 Color: Green

 Accessory Type: TPA (Terminal Position Assurance)

All DEUTSCH DT WEDGELOCKS (43)

Features

Product Type Features

Accessory Type TPA (Terminal Position Assurance)

Connector System Wire-to-Board, Wire-to-Wire

Configuration Features

Number of Positions 12

Body Features

Color Green

Material PBT GF

Usage Conditions

Operating Temperature Range -55 – 125 °C[-67 – 257 °F]

Industry Standards

UL Flammability Rating UL 94-HB

Other

Serviceable Yes

Product Compliance
For compliance documentation, visit the product page on TE.com>

EU RoHS Directive 2011/65/EU Compliant
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 DEUTSCH

 TE Internal #: W12P

 TE Internal Description: WEDGE LOCK, 12P, REC, GRN, DT
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