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Datasheet 

RS PRO 801 Kit 

(800 Piece Insulated Terminal + 1 Crimp tool) 
Stock number: 613-9952 
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1.) Ring, 0.5 to 1.5mm ², M4 (613-9249) 

MAXIMUM ELECTRIC CURRENT:

A.W.G. 22 20 18 16 

AMP. 9 12 17 18 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 22-16A.W.G.: RED 

TERMINAL MATERIAL: COPPER 

2.) Ring, 1.5 to 2.5mm ², M4 (613-9508) 

MAXIMUM ELECTRIC CURRENT: 

A.W.G. 16 14 

AMP. 18 30 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 16-14A.W.G.: BLUE 

TERMINAL MATERIAL: COPPER 
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3.) Ring, 1.5 to 2.5mm ², M5 (613-9312) 

MAXIMUM ELECTRIC CURRENT: 

A.W.G. 16 14 

AMP. 18 30 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 16-14A.W.G.: BLUE 

TERMINAL MATERIAL: COPPER 

4.) Ring, 4 to 6mm ², M6 (613-9413) 

MAXIMUM ELECTRIC CURRENT: 

A.W.G. 12 10 

AMP. 35 50 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR:  12-10A.W.G.: YELLOW 

TERMINAL MATERIAL: COPPER 
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5.) Spade, 0.5 to 1.5 mm ², M4 (613-9479) 

MAXIMUM ELECTRIC CURRENT:

A.W.G. 22 20 18 16 

AMP. 9 12 17 18 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 22-16A.W.G.: RED 

TERMINAL MATERIAL: COPPER 

6.) Spade, 1.5 to 2.5 mm ², M4 (613-9435) 

MAXIMUM ELECTRIC CURRENT: 

A.W.G. 16 14 

AMP. 18 30 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 16-14A.W.G.: BLUE 

TERMINAL MATERIAL: COPPER 



rspro.com 

7.) Pin, 0.5 to 1.5 mm, length:10mm (613-9716) 

MAXIMUM ELECTRIC CURRENT:

A.W.G. 22 20 18 16 

AMP. 9 12 17 18 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 22-16A.W.G.: RED 

TERMINAL MATERIAL: COPPER 

8.) Pin, 1.5 to 2.5 mm, length:10mm (613-9873) 

MAXIMUM ELECTRIC CURRENT: 

A.W.G. 16 14 

AMP. 18 30 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 16-14A.W.G.: BLUE 

TERMINAL MATERIAL: COPPER 
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9.) Butt Splice, 0.5 to 1.5 mm (613-9794) 

MAXIMUM ELECTRIC CURRENT:

A.W.G. 22 20 18 16 

AMP. 9 12 17 18 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 

INSULATION MATERIAL: VINYL 

INSULATION COLOR: 22-16A.W.G.: RED 

TERMINAL MATERIAL: COPPER 

10.) Butt Splice, 1.5 to 2.5 mm (613-9788) 

MAXIMUM ELECTRIC CURRENT: 

A.W.G. 16 14 

AMP. 18 30 

MAXIMUM ELECTRICAL RATING: 105°C 600 VOLTS MAX. 
INSULATION MATERIAL: VINYL 
INSULATION COLOR: 16-14A.W.G.: BLUE 
TERMINAL MATERIAL: COPPER 
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11.) Receptacle , 1.5 to 2.5 mm (613-9902) 

MAXIMUM ELECTRIC CURRENT: 

A.W.G. 16 14 

AMP. 10 15 

MAXIMUM ELECTRICAL RATING: 125°C 300 VOLTS MAX. 

INSULATION MATERIAL: PC 

INSULATION COLOR: 16-14A.W.G.: BLUE 

TERMINAL MATERIAL: BRASS 

12.) Ratchet Crimp Tool , 0.5 to 6 mm (125-1964) 

CRIMPING ALL INSULATED TERMINALS 
1.22-16 AWG(1.25mm2) 
2.16-14 AWG(2mm2) 
3.12-10 AWG(5.5mm2) 




