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Product data sheet
Characteristics

NBWL0355A
NetBotz Room Monitor 355 (without PoE
Injector)

Overview
Presentation Features integrated camera and sensors

(temperature, humdity, airflow, dewpoint, camera
motion). Supports up to 4 Universal Sensors.

Lead time Usually in Stock

General
Provided equipment Installation guide

USB cable
Wall Mounting Brackets

Product compatibility Appliance Integrated Camera
Number of Cameras Supported 1 Integrated

0 Networked
0 USB

Physical
Maximum Depth 3.74 in (9.5 cm)
Maximum Height 8.27 in (21 cm)
Net Weight 1.43 lb(US) (0.65 kg)
Maximum Width 6.69 in (17 cm)

Conformance
Standards FCC Part 15 class A

ICES-003
Product certifications AS/NZS 3548 (C-Tick) Class A

CE
Low Voltage Directive 2006/95/EC
VCCI Class A

Environmental
Ambient air temperature for operation 32…113 °F (0…45 °C)
Relative humidity 0…95 %
Ambient air temperature for storage 5…149 °F (-15…65 °C)
Storage altitude 0…50000 ft (0.00…15240.00 m)
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Communications & Management
Communication network type RJ-45 10/100 Base-T
Communication port protocol DHCP

DNS
HTTP
HTTPS
SMTP
SNMP v1
SNMP v3
TCP/IP

Ordering and shipping details
Package weight(Lbs) 3.77 lb(US) (1.71 kg)

Packing Units
Package 1 Height 10.24 in (26 cm)
Package 1 width 8.50 in (21.6 cm)
Package 1 Length 8.50 in (21.6 cm)

Offer Sustainability
EU RoHS Directive Under investigation

Contractual warranty
Warranty 2 years repair or replace


