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Maximum Depth 4.49in (11.4 cm) g § %
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Net Weight 0.18 Ib(US) (0.08 kg) g gg
Maximum Width 4.76in (12.1 cm) 858
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Product certifications AS/NZS 3548 (C-Tick) Class A £Z%
FCC part 15 class A 88 ¢
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Ambient air temperature for operation 32...113 °F (0...45 °C) g E ;
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Operating altitude 0...10000 ft S5 g
Relative humidity 0..95% 2%
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Ambient air temperature for storage 23...113 °F (-5...45 °C) g § 2
Storage altitude 0...50000 ft (0.00...15240.00 m) T® g
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



Communications & Management

Authentication

Communication network type

Radius
RJ-45 10/100/1000 Base-T

Communication port protocol

HTTP
HTTPS
IPv4
IPv6
NTP
SMTP
SNMP v1
SNMP v2c
SNMP v3
SSH v1
SSH v2
SSL
TCP/IP
Telnet

Ordering and shipping details

Package weight(Lbs)

Packing Units

0.75 Ib(US) (0.34 kg)

Package 1 Height

2.01in (5.1 cm)

Package 1 width

9.25in (23.5 cm)

Package 1 Length

Contractual warranty

6.26 in (15.9 cm)

Warranty 2 years repair or replace
2 Lifels On Scléns‘eei(c!gr('



