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  10W (MDR-10)

Model No. Output Tol. R&N Effi.

MDR-10-5 5V, 2.0A ±5% 80mV 77%

MDR-10-12 12V, 0.84A ±3% 120mV 81%

MDR-10-15 15V, 0.67A ±3% 120mV 81%

MDR-10-24 24V, 0.42A ±2% 150mV 84%

  20W (MDR-20)

Model No. Output Tol. R&N Effi.

MDR-20-5 5V, 3.0A ±2% 80mV 76%

MDR-20-12 12V, 1.67A ±1% 120mV 80%

MDR-20-15 15V, 1.34A ±1% 120mV 81%

MDR-20-24 24V, 1.00A ±1% 150mV 84%

  40W (MDR-40)

Model No. Output Tol. R&N Effi.

MDR-40-5 5V, 6.00A ±2% 80mV 78%

MDR-40-12 12V, 3.33A ±1% 120mV 86%

MDR-40-24 24V, 1.70A ±1% 150mV 88%

MDR-40-48 48V, 0.83A ±1% 200mV 88%

  60W (MDR-60)

Model No. Output Tol. R&N Effi.

MDR-60-5 5V, 10.0A ±2% 80mV 78%

MDR-60-12 12V, 5.00A ±1% 120mV 86%

MDR-60-24 24V, 2.50A ±1% 150mV 88%

MDR-60-48 48V, 1.25A ±1% 200mV 87%

  96W (MDR-100)

Model No. Output Tol. R&N Effi.

MDR-100-12 12V, 7.5A ±1% 120mV 83%

MDR-100-24 24V, 4.0A ±1% 150mV 86%

MDR-100-48 48V, 2.0A ±1% 200mV 87%
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  Features

• Universal  AC input /  Ful l  range

• Built- in active PFC and over temp. protection (MDR-100)

• Class I ,  Div 2 Hazardous Locations T4(MDR-40/60)

• Protections:  Shor t circuit  /  Overload /  Over voltage

• Built- in constant current l imit ing circuit  (MDR-20~100)

• Cooling by free air  convection

• Working temperature:  -20~+70 oC by models

MDR Series  
Plastic Case — 10~96W Ultra Slim

Dimension (WxHxD)
MDR-10 

MDR-20   

MDR-40 

MDR-60

MDR-100 

22.5x 90x 100mm

22.5x 90x 100mm

40x 90x 100mm

40x 90x 100mm

55x 90x 100mm

• Can be instal led on DIN rai l  TS-35 /  7.5 or 15

• No load power consumption <0.75W (<1W for MDR-100)

• DC OK signal  output (MDR-10/20);

   DC OK relay contact (MDR-40/60/100)

• DC output voltage adjustable (MDR-20~100) 

• LED indicator for power on

• 3 years warranty

Energy Saving ─
We care about energy saving. This logo represents 
that this model has “low no load power consumption”!


