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Introduction to Fiber Optic Cables

Fiber Optic Diffuse and
Thru-Beam Mode

In applications involving small targets or unfavorable

Plastic Fibers

conditions, fiber optic cables may be the sensible solution.
Glass fiber optic cables are constructed from tiny strands
of glass that are bundled together inside an application-specific sheath.
Plastic fiber optic cables are manufactured from a light conductive plastic
monofilament material, which is protected by a PVC jacket.

When attached to the end of certain photoelectric sensors, they guide
the light through the cable and out at the sensing head. A separate fiber
attached to the receiver returns the light. Pepperl+Fuchs offers both
glass and plastic fiber optic cables. The diameter of the glass fiber optic
cables is generally larger than plastic and provides a longer sensing
range. Pepperl+Fuchs’ glass cables can withstand temperatures as Glass Fibers
high as 900 °F while the plastic cables are rated as high as 221 °F. The
plastic cables are typically used due to their small size and narrow beam
diameter. This enables easy detection of small parts such as pins on an
IC chip. Plastic cables can be “cut-to-length” in the field; therefore, the
correct length doesn’t have to be specified when ordering. Obtaining the
maximum light intensity possible in each application is accomplished

by customizing the plastic cables to the shortest possible length.

This reduces the inherent “light losses” that occur inside the cable.
Pepperl+Fuchs offers three standard types of sheaths: stainless steel,
silicone, and PVC.

Thru-Beam

In diffuse mode sensing, a bifurcated cable (2 in 1) is used. Thru-beam
requires two individual cables.

Threaded Mounting Plastic

Mounting and Fitting Cylinder Fiber Optic Cable
FM’| l Fiber Sensor
When positioning plastic fiber optic cable, a minimum
bending radius of 15 mm must be maintained. In addition, a
straight section of 215 mm must be maintained at both ends R, t5mm |
of fiber optic cable between the threaded mounting cylinder R215 mm
and optical sensor.
Some fiber optic cables have a flexible stainless Stainless Steel Threaded Mounting Plastic
i ini Pickup Head Cylinder Fiber Optic Cable
steel _plckup.attached. Insucha case, a minimum P o y ozt i pll R
bending radius of 10 mm must be maintained. Also, \ f—— — = ~
to avoid damage to the pickup head light guide, a . :lmﬂ]
straight section of 10 mm must be maintained at both o e
ends. - -
R=10 mm
Pt R2>15 mm
R}
>10 mmI

Please Note!

818

ale

i

Do not twist or kink Avoid contact with Excessive pulling will lead to

plastic fiber optic cables. petroleum or organic solvents. severe damage.
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Specifications for Glass Fiber Optic Cables
(with Model Numbers L...)

Shzz;/tﬁing Stainless Steel Sheathing Siileig?hri]r?g
Protection (IEC) IP67 IP40 IP67
Bending Radius <30 mm <20 mm <25mm
Working Temperature Range -58 °F to +248 °F -58 °F to +572 °F -58 °F to +356 °F

Minimum Bend Radius for HPF and FE Cables

To help prevent possible damage to fiber optic cables, do not exceed the
minimum bend radius.

Glass Stainless Steel Sheathing Cables 1inch (25 mm)
Glass PVC Sheathing Cables 0.75 inch (19 mm)
Plastic Cables - 1 mm diameter core 1inch (25 mm)
Plastic Cables - 0.5 mm diameter core 0.5inch (12.5 mm)

Temperature Ranges for HPF and FE Cables

Plastic Fiber Optic Sensor Head

-22 °F to +158 °F (-30 °C to +70 °C)

Plastic Cable

-22 °F to +158 °F (-30 °C to +70 °C)

Plastic Cable Lens Accessories

-22 °F to +158 °F (-30 °C to +70 °C)

Glass Cable (PVC Sheathing)

-40 °F to +250 °F (-40 °C to +120 °C

Glass Cable (Stainless Steel Sheathing)

-40 °F to +450 °F (-40 °C to +232 °C

Glass Cable (High Temperature)

Glass Cable End Tips

-40 °F to +585 °F (-40 °C to +307 °C

)
)
-40 °F to +900 °F (-40 °C to +482 °C)
)
)

Glass Cable for SU18, SU19, SU17.1, and ML17-LL (Stainless Steel Sheathing) -67 °F to +392 °F (-55 °C to +200 °C

Glass Cable for SU18, SU19, SU17.1, and ML17-LL (PVC Sheathing)

-67 °F to +149 °F (-55 °C to +65 °C)

Note: SU19 Series sensing ranges are reduced by 50% in high-speed or glass modes.

Refer to General Notes Relating to Product Information
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Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Nonthreaded Cylindrical

Cable | Fiber | Sheathing Compatible . . ;
Model Number Length|Diameter| Material ‘ Sensors Sensing Range Dimensions (mm)
SU18 High Power 25 mm
00.25 fiber optic 10,1925 15 60
SU18 High Speed 7 mm core x 2 (emitter)
Su19 7mm z
%) KLR-C04-1.0-2.0-K133 2m 1mm PVC
[4)) SuU17.1 21 mm
~ \ﬂ 0
.Q ML17-LL 4 mm 00.25 fiber opgic Connector 03 EE 3 o
m core x 2 (receiver) 1y oY
o MHP-FR not compatible
O
"a SU18 High Power 118 mm 2-20.5 (Core) Adapter included
S SU18 High Speed 14 mm Detection head SUS303
D Black SU19 14 mm o 2200
Q HPF-D005-H 2m | 1.0mm »
L polyethylene SuU17.1 100 mm
73 ML17-LL 18 mm 15
e :
(o] MHP-FR not compatible 2000 min
(72}
c .
o SU18 High Power 280 mm - 2000
n SU18 High Speed 80 mm 1 fiber aptic 105 15
O SU19 80 mm core x 2 01.3
E KLR-C02-1.3-2.0-K86 2m | 1.3mm PVC - | H—
o SuU17.1 238 mm °
h:ﬂ::
c MLA7-LL 45 mm ol o
© 3 g
5 MHP-FR not compatible
1) SU18 High Power 110 mm s \
8 SU18 High Speed 30 mm 00,5 fber optc 105 15
c SU19 30 mm core x 1 (emitter) 21.25
) KLR-C09-1.25-2.0-K77 2m [1.25mm PVC | | —
) SU17.1 94 mm ’ 3
1.25 T
[3) ML17-LL 18 mm ©0.25 fiber optic 2 < :
- - core x 9 (receiver) S} °
..6 MHP-FR not compatible
o SU18 High Power 280 mm
o f o1 fiber optic 1 2000
2 SU18 High Speed 80 mm core x 2 |
o Su1o, 80 mm / ‘
£ KLR-C02-2.2-2.0-K85 2m | 22mm PVC K] | —
o SU17.1 238 mm 1
ML17-LL 45 mm o
o
MHP-FR 18 mm °
SU18 High Power 300 mm . \
SU18 High Speed 85 mm P .
Su19 85 mm / )
KLR-C16-2.2-2.0-K72 2m | 22mm PVC g | —
SU17.1 255 mm 1
©0.25 fiber optic L
ML17-LL 48 mm core X 16 (receiver) 9
MHP-FR 20 mm °
Refer to General Notes Relating to Product Information Copyright Pepperl+Fuchs
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Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Threaded Cylindrical

Model Number Sensing Range Dimensions (mm)

Length|Diameter| Material Sensors

Cable | Fiber Sheathing‘ Compatible

Adapter included

SU18 High Power 118 mm 2-00.5 (Core)
SU18 High Speed 16 mm Detection head M3 SUS303
Black su19 16 mm 2-008
HPF-D004-H 2m | 1.0mm (7))
polyethylene SU17.1 100 mm = Qo
ML17-LL 13mm M %
MHP-FR not compatible Nut and washer: M3 x 0.5 ! 2000 min O
. 2
SU18 High Power 100 mm 18 | S
SU18 High Speed 30 mm oosfberopic 1l 5 105 )
core x 1 (emitter) 01.25 s
Su19 30 mm 03 T ()
KLR-C09-1.25-2.0-K76 2m [1.25mm PVC § it Q
su17.1 85 mm o125 | WL
@ 0.25 fiber optic M3x0.5 * ~ )
ML17-LL 16 mm core x 9 (receiver) c § 3 o (/)]
onduit S
MHP-FR not compatible 033 8
SU18 High Power 280 mm 10 2000 q:,
SU18 High Speed 80 mm o1 feropti 3 5 s 105 15 (7))
core x 1.
SuU19 80 mm l m | | — -E
KLR-C02-1.3-2.0-K84 2m | 1.3mm PVC | = ©
SU17.1 238 mm o 01 T o]
ML17-LL 45 mm ° 3 B c
M4x0.7 Conduit ° (]
MHP-FR not compatible 035 5
SU18 High Power 100 mm 148 \ Q
SU18 High Speed 30 mm 0.5 fiber optic 3 5 10.5 15 (o)
core x 1 (emitter) 23 01.25 m
SuU19 30 mm m T b c
KLR-C09-1.25-2.0-K74 2m [1.25mm PVC a 10| == O
SU17.1 85 mm = 18l0) 125 | o e S ()
00.25 fiber optic
ML17-LL 16 mm core x EI) ?r:ecgl\ller) Mdx0.7 » Conduito3.3 % _9
MHP-FR not compatible Brass, nickel plated -E
SU18 High Power 471 mm T Detection head M6 x0.75 SUS303 9
= Q
SU18 High Speed 66 mm co.2 2-C05 o
el
PE-DosI . Black su19 66 mm 3 7. — o
H g m .2mm | 2 =
polyethylene SU17.1 400 mm 8 | T — o
ML17-LL 60 mm 2
L
MHP-FR 18 mm Nut and washer: M6 x 0.75
SU18 High Power 471 mm 5 i i Detection head M6 = 0.75 SUS303
SU18 High Speed 50 mm : / 2-C05
T 5 oo Black SuU19 50 mm 7 Y —
- - m .2mm 4
polyethylene SU17.1 400 mm _Lg N
ML17-LL 60 mm 2
L
MHP-FR 18 mm Nut and washer: M6 x 0.75
Refer to General Notes Relating to Product Information Copyright Pepperl+Fuchs

Pepperl+Fuchs Group USA: +1 330 486 0001 Germany: +49 621 776-4411 Singapore: +65 6779 9091 E PEPPERL+FUCHS 553

www.pepperl-fuchs.com fa-info@us.pepperl-fuchs.com fa-info@de.pepperl-fuchs.com fa-info@sg.pepperl-fuchs.com SENSING YOUR NEEDS



Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Threaded Cylindrical (cont.)

Bendable Probe

Cable | Fiber | Sheathing Compatible . . ;
Model Number Length|Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 300 mm 17 ,
SU18 High Speed 85 mm 01,0 fiber optic 3
SU19 85 mm core x 1 (emitter) <
Q
(%) KLR-C16-2.2-2.0-K71 2m | 2.2mm PVC N /
O SU17.1 255 mm 0  —
= L
Q ML17-LL 48 mm 00.25 fiber optic - r
(U core x 16 (receiver) M6x0.75 :
o MHP-FR 20 mm °
O
= . 2-21.4 (Core)
S SU18 High Power 647 mm = Deteciion hesd M&%0.75 BUSS08
O N 3
qk) SU18 High Speed 88 mm 1 / S5%E
Black SuU19 88 mm 7
Q HPF-D001-H 2m | 2.2mm 4
L polyethylene SuU17.1 550 mm Ne———————
» ML17-LL 85 mm 2
je .
o) MHP-FR 33 mm 20 2000 min
(72}
. 2-a1.4 (Core)
d‘:, SU18 High Power 647 mm . o A e BUgsha
(7)) SU18 High Speed 88 mm - S
© Black SuU19 88 mm 2 2
c HPF-D001-HL03 3m | 2.2mm —— -s
o polyethylene SU17.1 550 mm _
% ML17-LL 85mm 3
b MHP-FR 33mm 20 2000 in
%)
)
o
(72}
c
Q
(/7]
L
=
el
(S
9
<))
O
L
(@)
L
(2

Cable | Fiber | Sheathing Compatible . . .
Model Number Length Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 122 mm
o 2-C03 Detection head M4 x 0.7 SUS308
SUS304
SU18 High Speed 23 mm o Tube
+
Black SuU19 23 mm
HPF-D006 2m 1mm 65 &4 1 2000 min
polyethylene SU17.1 104 mm ' '
ML17-LL 20 mm
. Adapter included
MHP-FR not compatible
SU18 High Power 210 mm 80 18 2000
5 13
SU18 High Speed 60 mm
SuU19 60 mm - N
KLR 00-2.2-2.0-K57 2m | 2.2mm PVC -|E3=F [ 1 G
SuU17.1 179 mm A - ]
)‘| «
ML17-LL 34 mm i 3]
Q ° M6
MHP-FR 6 mm (P=0.75)
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Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables

for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Side-view/Periscope

Cable | Fiber | Sheathing Compatible ; . .
Model Number Length|Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 52 mm 2000
i i 5,5 105 15
SU18 High Speed 15 mm e opte oy 510
Su19 15 mm R [ | I
KHR-C02-1.0-2.0-K132 2m 1mm PVC o | ———
SU17.1 44 mm —1a - 01.0 C
o
Conduit 3 o
ML17-LL 8 mm % oA S s
MHP-FR not compatible 2
2000
SU18 High Power 210 mm o115 |
SU18 High Speed 60 mm e[ it g 3
SuU19 60 mm o1 fiber optic
core x 2
KHR-C02-2.2-2.0-K131 2m | 2.2mm PVC
M6 x 0.76
SU17.1 179 mm —':'-—
ML17-LL 34 mm =
MHP-FR 14 mm ’ —
SU18 High Power 95 mm M3P0.5
0 0.5 fiber optic 02
Su18 High Speed 30 mm core x 1 2000
0 0.25 fiber optic 10.5 15
SU19 30 mm core x 10 0 o 01.25
KLR-C10-1.25-2.0-K144 | 2m [1.25mm PVC &S I |
SU17.1 81 mm ©
l::ﬂ::
ML17-LL 15 mm X1 S AR . 5
N
MHP-FR not compatible “]j@/_ © °
SU18 High Power 45 mm
SU18 High Speed 27 mm @
Black SuU19 27 mm
HPF-DO11 2mm | 1.0 mm
polyethylene SU17.1 38 mm !
ML17-LL 6 mm
MHP-FR not compatible
Adapter included
Refer to General Notes Relating to Product Information Copyright Pepperl+Fuchs
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Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables

for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Rectangular
Cable | Fiber | Sheathing Compatible " . .
Model Number Length|Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 8 mm 1965 2000
SU18 High Speed 8 mm . 895 7_ 10,5 15
SuU19 8 mm
(%) KLR-C02-1.3-2.0-K130 2m | 1.3mm PVC © =-—— = —
3 SU17.1 8smm o “HOdE ¥
5 g NN =]
ML17-LL 8 mm ™ ™
8 MHP-FR t tibl 28,24 s 0
O 3 not compatible Convergent beam for background blanking
E SU18 High Power 10 mm
S SU18 High Speed 10 mm 1 12
p SU19 10 mm . =y
.-Q KHR-C02-1.0-2.0-K129 2m 1mm PVC el P X
L SU17.1 10 mm <
73 ML17-LL 10 mm Syuas
S
8 MHP-FR not compatible Convergent beam for background blanking
5 SU18 High Power 175 mm o1 e 4
m optic .
core x
o] SU18 High Speed 50 mm n |~
S
-g Su19 50 mm x 2000
13 25

c KHR-A02-2.2-2.0-K127 2m | 2.2mm PVC
8 SU17.1 149 mm
n o w — N
@» ML17-LL 28 mm S | — s
5 —5=t
b MHP-FR 12 mm i \oxusx0s
c
Q
(/7]
L
S
el
(S
9
<))
O
=
(@)
L
(2

Array
Cable | Fiber | Sheathing Compatible . . :
Model Number Length |Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 120 mm 5 20
n
SU18 High Speed 35 mm o
[ —
su19 35 mm - ©
KLR-A32-2.2-2.0-K83 2m | 22mm PVC - ° o
SU17.1 102 mm « -
ML17-LL 19mm | | < — 7
MHP-FR 8 mm 2% (0.25 x 16) 13 253X (M3x05) 02.2x2
SU18 High Power 120 mm 38 | 10, 20
232 (2x) 3.6 30.8
SU18 High Speed 35 mm
' I 3 1 I ]
Su19 35mm 2 3 g
KLR-A32-2.2-2.0-K141 2m | 22mm PVC X
SuU17.1 102 mm
2 0.25 (32x) ~
N
ML17-LL 19 mm
MHP-FR 8 mm
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Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Array (cont.)

Sensing Range ‘ Dimensions (mm)

Model Number

Cable | Fiber | Sheathing Compatible
Length|Diameter| Material Sensors

SU18 High Power 191 mm 025 (31%)
- 125 "
SU18 High Speed 46 mm { | 0
HPF-D032 2 2.2 PI su19 46 mm Ig_q} —l- r &)
- m .2mm astic [—
SU17.1 162 mm s = M A %
ML17-LL 52 mm T J L — 8
750 — .198 .
MHP-FR 21 mm Ecales -'a
0,125 (2% E
)
Q
(Inches) LL
High Flex Cable o
Cable | Fiber | Sheathin Compatible . . . (]
Model Number Length|Diameter Materialg ‘ Ser?sors Sensing Range ‘ Dimensions (mm) g
Q
SU18 High Power 214 mm — Very elastic: Bend radius = 0.5 mm (/)]
T
SU18 High Speed 34 mm *j 89 L &
041 j r T
. c
Black Su19 34 mm 3 {\é%r\?ésss STEEL) o
HPF-D070-H 2m | 2.2mm f et
polyethylene SU17.1 182 mm 203 157 von )
[ i )
[ 3§ 1 A
ML17-LL 46 mm T o
Li 990 4—1 2
MHP-FR 12 mm )
SU18 High Power 29 mm g et leoca e forineded ©
X 2 -0 0.5 (Core) P -
SU18 High Speed 5mm Detection head M3 "6
Black SuU19 5mm 2-003 2
HPF-D029 2m | 1.0mm = Q
polyethylene SU17.1 25 mm @ _8
ML17-LL 11 mm 1 _g
) o
MHP-FR not compatible Nut and washer: M3 x 0.5 ! 2000 min
SU18 High Power 294 mm 18- 0.25 (Emitter side core dia)
- Detaction head M6 x 0.75 SUS303
SU18 High Speed 47 mm
/ 2-C05
Black SuU19 47 mm -
HPF-D012 2m | 2.2mm -I..-i R Y —
polyethylene SU17.1 250 mm B
20 2000 min
ML17-LL 51 mm 16-#0.25 (Receiver side core dia)
MHP-FR 18 mm Nut and washer: M6 x 0.75 :ﬁ%zﬁzgce:iﬁgrir:nc:ius = dmm
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Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Specialty Versions
Cable | Fiber | Sheathing Compatible . . .
Model Number Length|Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 29 mm Nut and washer: M5 x 0.5 Chemical-resistant
Aluminum ]
SU18 High Speed 29 mm lens (BK7) SUS M5x05 s
3 2-C0.5
(7)) Black SuU19 29 mm 3 / ‘/— fl'!
QS HPF-D025 2m | 1.0mm i T
e) polyethylene SU17.1 17 mm %
[ (10.7) -
8 ML17-LL 29 mm 312 2000 min.
E MHP-FR not compatible Narrow beam: Max. 4 mm light spot diameter Adapter included
S Fiber head o1 mm
) SU18 High Power 274 mm —
S N
iC AN —J 3
G TN
S
o SU18 High Speed 44 mm 2000 |
2 + )
3 b=
-E SuU19 44 mm ) 4 V2 032
1] o 10
-g KLR 00-2.2-2.0-K40 2m |22mm PVC L N d
= mI - ol g
S SU17.1 233 mm 9 i - A7
w 025 3‘54 P
8
) Y
S 20
(]
7)) ML17-LL 52 mm
c I‘*C] Diﬂusf_ I<O Conv(i_rgent
0 a(] operation Q operation
(/)]
2 D
- MHP-FR 19 mm Thru-beam
] operation
(8]
o SU18 High Power N/A .
<))
o] SU18 High Speed N/A 9 2:.353 30 100 10.5 15
el |
o su19 N/A & ‘ 01.25
e KLR-C02-1.25-2.0-K147 | 2m [1.25mm PTFE I | — §
o SU17.1 N/A G | N P
h:ﬂ:f
ML17-LL N/A e wuf o2
<
MHP-FR not compatible Fluid detection °
SU18 High Power N/A
SU18 High Speed N/A
@64} = [T 3 & =
SuU19 N/A <__l |
HPF-D027-L05 5m | 22mm Fluorine s ! 20 | |
SuU17.1 N/A | |
5000 200
ML17-LL N/A
MHP-FR N/A Chemical-resistant level indication
SU18 High Power 224 mm | )
SuU18 ngh Speed 36 mm 2, 16 1900 ‘
Su19 36 mm © ©
HPF-D014 2m | 22mm Fluorine
SuU17.1 109 mm 7
ML17-LL 36 mm
MHP-FR 15 mm 2x01 Chemical-resistant level indication
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Specialty Versions (cont.)

Cable | Fiber | Sheathing

Model Number

Plastic Fiber Optic Cables

Diffuse Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Length|Diameter| Material

KLR-C02-1.25-2.0-K128 | 2m |1.25mm PVC

Compatible . . .
‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 26 mm 155 2000
10.5 15
SU18 High Speed 26 mm T «
| 150° g (zs { S 1
SuU19 26 mm I
12.8 B :
SU17.1 26 mm
ML17-LL 26 mm : |L|| ) Tr—
] of U Iy
MHP-FR not compatible Liquid level measurement

All thru-beam mode plastic fiber optic
cables are sold as pairs.

Nonthreaded Cylindrical

Thru-beam Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Cable | Fiber | Sheathing Compatible . . .
Model Number Length Diameter| Material ‘ Sensors Sensing Range Dimensions (mm)
SU18 High Power 80 mm
SU18 High Speed 20 mm 502;:2‘? optic 15 |
SuU19 20 mm 105 15
KLE-C01-1.0-2.0-K105 2m 1 mm PVC
SuU17.1 68 mm T
ML17-LL 13mm S s S g
MHP-FR not compatible
SU18 High Power 1360 mm
SU18 High Speed 400 mm 15 2000 )
3SU19 400 mm 01.5 fiber optic o
KLE-C01-2.2-2.0K117 | 2m |22mm PVC corex’ 2 N
SU17.1 1156 mm @ . !
MLA7-LL 218 mm IR
MHP-FR 90 mm

Threaded Cylindrical

Cable | Fiber | Sheathing Compatible . . :
Model Number Length|Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 1294 mm Detection head M2.6 x 0.45 SUS303
SU18 High Speed 190 mm
Black SuU19 190 mm
HPF-T004-H 2m | 2.2mm
polyethylene SU17.1 1100 mm e
ML17-LL 263 mm
MHP-FR 90 mm 2000 i |
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Plastic Fiber Optic Cables

Thru-beam Plastic Fiber Optic Cables All thru-beam mode plastic fiber optic
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors cables are sold as pairs.

Threaded Cylindrical (cont.)

Cable | Fiber | Sheathing Compatible . . .
Model Number Length Diameter| Material ‘ Sensors Sensing Range Dimensions (mm)
sSuU18 High Power 1294 mm M2.6x0.45 Detection head M4 = 0.7 SUS303
1
SU18 High Speed 213 mm \ / 2-C05
1
Black suU19 213 mm \ ¢/
(%) HPF-T003 2m | 2.2mm 3¢ ]
<) polyethylene SU17.1 1100 mm co2 Al
= (C
S MLA7-LL 123 mm L 2000min
8 MHP-FR 63 mm Nut and washer: M4 x 0.7
E SU18 High Power 2470 mm M26x0.45 siDtaction ead M. 54500
1
o SU18 High Speed 370 mm ,-’f 2-cos
k II |l.
O Black suU19 370 mm /
Q HPF-T0O1 2m |22mm ; cop AT
L polyethylene SU17.1 2100 mm sl 1
- &1.4(Core) :
7)) ML17-LL 363 mm 3 1 2000 min
fed
8 MHP-FR 170 mm Nut and washer: M4 x 0.7
5 SU18 High Power 25620 mm 25.4
w SU18 High Speed 2867 mm 17.5
© Black su19 2867 mm are
S FEF-PLTA 1m |22mm anA
o] polyethylene SuU17.1 10488 mm
% ML17-LL 3528 mm
5 MHP-FR 1300 mm
u; SU18 High Power 22859 mm
-
(@] SU18 High Speed 2558 mm
(/2]
c Black SuU19 2558 mm
[ FEF-PLT1-L2 2m | 22mm
() polyethylene SU17.1 19430 mm
(3] ML17-LL 3148 mm [ = L 022
"E MHP-FR 1160 mm 26.35 M8 x P1
o SU18 High Power | 15853 mm 25.4
Q
o SU18 High Speed 1774 mm 17.5
=
o Black SuU19 1774 mm arle
£ FEF-PLT1-L5 5m | 22mm I —
o polyethylene SuU17.1 13475 mm |
ML17-LL 2183 mm [ = L 022
MHP-FR 804 mm 0 6.35 M8 x P1
SU18 High Power, 6503 mm 25.4
SU18 High Speed, 1049 mm 17.5
Black SuU19 1049 mm (M) (M)
FEF-PLT1-L10 10m |2.2mm I I —
polyethylene SU17.1 5530 mm |
ML17-LL 1291 mm [ = L 022
MHP-FR 476 mm 0 6.35 M8 x P1
SU18 High Power 1500 mm . 2 2000
SU18 High Speed 450 mm 15 fberoptic s
SuU19 450 mm m
KLE-C01-2.2-2.0-K116 2m | 22mm PVC JL [ -
SU17.1 1275 mm " 02.8 N
o| M3x05 N
ML17-LL 241 mm Conduit 0.3
MHP-FR 99 mm
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Plastic Fiber Optic Cables

All thru-beam mode plastic fiber optic Thru-beam Plastic Fiber Optic Cables
cables are sold as pairs. for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Threaded Cylindrical (cont.)

Cable | Fiber | Sheathing Compatible . : .
Model Number Length Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 300 mm 12 |
SU18 High Speed 70 mm pocndah N N 105 15
Su19 70 mm o) an -
KLE-C04-1.0-2.0-K104 2m 1 mm PVC P )| It | S —
SuU17.1 255 mm o3 - o
o M3x0.5 e 3 9
ML17-LL 48 mm Conduit 83.3
MHP-FR not compatible
SU18 High Power 1500 mm 1a 2000
SU18 High Speed 450 mm 213 wber optc .
Su19 450 mm 3
KLE-C01-2.2-2.0-K115 2m | 2.2mm PVC
SU17.1 1275 mm L
o
ML17-LL 241 mm S
M6 x 0.75
MHP-FR 99 mm

Bendable Probe
Cable | Fiber | Sheathing Compatible . . .
Model Number Length Diameter| Material ‘ Sensors Sensing Range Dimensions (mm)
SU18 High Power 872 mm 80 17 2000
SU18 High Speed 228 mm 5 12
su19 228 mm | M
KLE 00-2.2-2.0-K55 2m | 22mm PVC L - H e ——"——
SU17.1 1208 mm ® -
© N
ML17-LL 157 mm ° 025 Ma o
MHP-FR 74 mm (P=0.7)

Side-view/Periscope
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Cable | Fiber | Sheathing Compatible . . .
Model Number Length|Diameter| Material ‘ Sensors Sensing Range Dimensions (mm)
SU18 High Power 964 mm 5 15 2000 min -
SU18 High Speed 150 mm
i —=r ===
Black SuU19 150 mm
HPF-T010 2m | 2.2mm
polyethylene SU17.1 820 mm Nut and washer: M4 x 0.7
Detection head M4 x 0.7 SUS303
ML17-LL 116 mm 2-C0.3
M2.6x0.45
MHP-FR 73 mm
SU18 High Power 200 mm
SU18 High Speed 50 mm 19,56
2 0,51 2,54
SuU19 50 mm ¥
KHE-C01-2.2-2.0-K136 2m | 2.2mm PVC
SuU17.1 170 mm — I: 1
Conduit ol
ML17-LL 32 mm 50.5 \ can o
MHP-FR 13 mm
Refer to General Notes Relating to Product Information Copyright Pepperl+Fuchs E
Pepperl+Fuchs Group USA: +1 330 486 0001 Germany: +49 621 776-4411 Singapore: +65 6779 9091 PEPPERL+FUCHS 561

www.pepperl-fuchs.com fa-info@us.pepperl-fuchs.com fa-info@de.pepperl-fuchs.com fa-info@sg.pepperl-fuchs.com SENSING YOUR NEEDS



Plastic Fiber Optic Cables

Thru-beam Plastic Fiber Optic Cables All thru-beam mode plastic fiber optic
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors cables are sold as pairs.

Side-view/Periscope (cont.)

bl Fib heathi tibl . . .
Model Number L?e?\g& Dia'mz:er SMg?erilglg ‘ ccs,:ﬁ:o:'se Sensing Range ‘ Dimensions (mm)
SU18 High Power 953 mm (Inches)
SU18 High Speed 153 mm ®
I ot . 1.70 ——=
Su19 153 mm "
(%)) HPF-T050 330 mm| 2.2 mm Plastic ""”
Q SU17.1 810 mm
~— T - ———
% ML17-LL 153 mm ’ 5—'?
O MHP-FR not compatible
.-'% SU18 High P 600 o1 fiber optic
Q. Igh Fower mm core x 1 15 _. 5 2000
° SU18 High Speed 150 mm |
T 1 &
1) Su19 150 mm g > -
-'9 KHE-C01-2.2-2.0-K140 2m | 2.2mm PVC o o
L SU17.1 510 mm 02 Conduit 03.5
» ML17-LL 96 mm < |
fed
8 MHP-FR 39 mm 2
qc, SuU18 High Power 475 mm Operating temperature: -55 °C to +115°C
N SU18 High Speed 115 mm I—L
1.5 2000
© su19 115 mm -
c KHTE-C01-2.2-2.0-K118 | 2m | 2.2mm PVC : 5
o SU17.1 404 mm |
= ML17-LL 76 mm B o 8
S ot \&55 g
N MHP-FR 31 mm
1; SU18 High Power 171 mm
(@) ] —
2 SU18 High Speed 28 mm 2 SUS304 Tube Detection head SUS303
(=] w
) s 8 / 2-c0.2
(/)] Black SuU19 28 mm ﬁi ﬁi z
o HPF-T007 o°m | 1.0mm g - ] 1505 | 12 2000 min |
= polyethylene SU17.1 145 mm i = ‘
O E! 1.5
o :
_ ML17-LL 41 mm LRI
(] 1.5 205 I Tube hsad. details Adapter included
O
..5 MHP-FR not compatible
L
o

Rectangular
Cable | Fiber | Sheathing Compatible : . :
Model Number Length Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 100 mm 9:96 2000
20.5 Q| _| 2.5 2x02.2 10.5 15
SU18 High Speed 25 mm \ —'| L~
su19 25 mm o N J¥e T
KHE-A01-1.0-2.0-K138 2m 1mm PVC b ! o
SU17.1 85 mm 3 o
8 = 4
ML17-LL 16 mm ol o
- =g
MHP-FR not compatible
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All thru-beam mode plastic fiber optic
cables are sold as pairs.

Plastic Fiber Optic Cables

Thru-beam Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

Array
Cable | Fiber | Sheathing Compatible | . .
Model Number Length|Diameter| Material ‘ Sensors Sensing Range Dimensions (mm)
SU18 High Power 4235 mm 7;43 L
5 12 45 ‘ Heat resjstant
SU18 High Speed 682 mm r-ABS resin (black)
© ©
SU19 682 mm Qe 8
HPF-TO21WT 2m | 22mm PVC a 5
SU17.1 3600 mm v 3 &
30! 4 X of 1)
ML17-LL 568 mm I — J;;“—m 0
¥ =T =
= = S
MHP-FR 54 mm PAMA o Kex 9o E
SU18 High Power 420 mm . “ | 8
SU18 High Speed 100 mm A C
SU19 100 mm h o B
KLE-A16-2.2-2.0-K109 2m | 22mm PVC = ° b
SU17.1 357 mm . (]
OO @
ML17-LL 67 o °
mm Array fiber core / M2 x 0.4 / |35][25 q:)
MHP-FR 28 mm 0.25x 16 Thru-hole thread w
SU18 High Power 420 mm 5.3 ©
- m' 00.25 fiber optic core x 16 ©
SU18 High Speed 100 mm 1 | o
15
su19 100 mm 3 o _ c
KLE-A16-2.2-2.0-K110 2m | 22mm PVC Y ™ X 9. o ©
SU17.1 357 mm & ru-hole thread el
J L w
ML17-LL 67 mm O—af U;
MHP-FR 28 mm @l 25] [ 10 2.5 3
)
SU18 High Power 140 mm 38 | 10, 20 c
032(2x) 36 30.8 (%
SU18 High Speed 35mm | I o
- | I rfa 1 1 ] -
SuU19 35 mm | o o -06
KLE-A32-2.8-2.0-K142 2m | 22mm PVC Q
SU17.1 119 mm )
2 0.25 (32x =] o
5 3 =
ML17-LL 22 mm o
— L
MHP-FR 9mm 66,1 o201 o

Slot
Cable | Fiber | Sheathing Compatible " . .
Model Number Length|Diameter| Material ‘ Sensors Sensing Range ‘ Dimensions (mm)
SU18 High Power 10.7 mm 102~ 33 2032 f
7.9
SU18 High Speed 10.7 mm T s F e
10.7 g ®
Black SU19 10.7 mm 0 "L
HPF-T022-H 2m | 22mm ethvl sU P
olyethylene 171 10.7 mm
polyethy i [ o " )
ML17-LL 10.7 mm J f
8-32 tapped 1142 =~
MHP-FR 10.7 mm thru hole 194
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Plastic Fiber Optic Cables

Thru-beam Plastic Fiber Optic Cables
for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors

All thru-beam mode plastic fiber optic
cables are sold as pairs.

Slot (cont.)
Cable | Fiber | Sheathing Compatible . . .
Model Number Length Diameter| Material ‘ Sensors Sensing Range Dimensions (mm)
SU18 High Power 10 mm " 87 — ! —
SU18 High Speed 10 mm T
0 - 01.25
SuU19 10 mm ) . I
KLE-C02-1.25-2.0-K135 | 2m [1.25mm PVC - - L
SuU17.1 10 mm ol 01.25 = <\¢-
T Conduit o S
MLA17-LL 10 mm 22002 035
MHP-FR not compatible T T EE—T
SU18 High Power 5mm - el 2000 —
SU18 High Speed 5mm 0125
w0 A —
SuU19 5mm o
KLE-C02-1.25-2.0-K134 2m |1.25mm PVC o [A 01.25
SU17.1 5mm Concuit 4 g
03.5
ML17-LL 5mm
MHP-FR not compatible S — - = =

High Flex Cable

Model Number Cable | Fiber

Length Diameter|

Sheathing
Material

Sensors

Sensing Range

Dimensions (mm)

‘ Compatible

SU18 High Power 194 mm 4-0.25(Core) Detection head SUS303
SU18 High Speed 63 mm o] 02 “oi
Black SuU19 63 mm by
HPF-T009 2m | 1.0mm
polyethylene SuU17.1 165 mm — —
ML17-LL 57 mm Elastic: Bend radius = 4 mm 2
- for moving equipment 15 2000 min
MHP-FR not compatible L Adapter included |
SU18 High Power 194 mm Detection head M3 SUS303
SU18 High Speed 31 mm Nutand Washer:: Mc Type 2-Gs
Black SuU19 31 mm
HPF-T008 2m | 1.0mm —
polyethylene SU17.1 165 mm
ML17-LL 49 mm 4 -0.25(Core) .
- Elastic: Bend radius = 4 mm LL 2000 min
MHP-FR not compatible for moving equipment J X Adapter included 1
. Very elastic: Bend radius = 1 mm Adapter included
SuU18 ngh Power 165 mm for stationary equipment
2 0.5 (Core)
SU18 High Speed 27 mm Detection head M3
Black Su19 27 mm 2-08
HPF-T024 2m | 1.0mm
polyethylene SU17.1 140 mm
ML17-LL 26 mm LL ‘
X i 2000 mi
MHP-FR not compatlble Nut and washer: M3 x 0.5 kL !
su18 ngh Power 957 mm Very elastic: Bend radius = 0.5 mm
SU18 High Speed 154 mm 74 L
M2.6 x 0.45
HPF-T070-H 990 2.2 Black S oA mm 3 M4 X 0.7
-T070- mm| 2.2 mm ? } .
(STAINLESS STEEL)
polyethylene SU17.1 813mm w b
16.8 [z 22
ML17-LL 164 mm & | 3§ ]
MHP-FR 67 mm Li 990 4—j
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Plastic Fiber Optic Cables

All thru-beam mode plastic fiber optic Thru-beam Plastic Fiber Optic Cables
cables are sold as pairs. for SU18, SU19, SU17.1, ML17-LL, and MHP-FR Sensors
Specialty Versions
Cabl Fib Sheathi C tibl . . .
Model Number Leigteh Dinmoterl Maseriall ‘ g’:ﬁé’o:se Sensing Range Dimensions (mm)
SU18 High Power 788 mm
M2.6%0.45 Detection head M4 x 0.7 SUS303
SU18 High Speed 127 mm
2-C05
Black SuU19 127 mm
HPF-T012 2m | 2.2mm
polyethylene | gq7 1 670 mm
ML17-LL 118 mm I |
Nut and washer: M4 x 0.7 Heat resistant to 221°F
MHP-FR 59 mm
SU18 High Power 4205 mm
?I:s.; lens (BK7) sUS
SU18 High Speed 677 mm et
SUS Mdx0.7 o
Black SuU19 677 mm g
HPF-T023 2m | 1.0mm @ .
polyethylene | gy17.1 3400 mm I
g 2-C03
ML17-LL 467 mm al v | 2000 min.
Sharp narrow beam Adapter included
MHP-FR not compatible

Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
SU18, SU19, SU17.1 and ML17-LL Sensors
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Threaded Cylindrical _g
(2

Cable Fiber Sheathing Compatible

Model Number Length Diameter Material Sensors Sensing Range Dimensions (mm)
SU18 High Power 185 mm 9% oos
SU18 High Speed 30 mm
13.2
; SuU19 30 mm r
LMR 00-1.5-1.0-K154 (990 mm| 2.2mm | S'ainiess
teel SU17.1 157 mm
ML17-LL 109 mm o 3.3 STAINLESS STEEL (3X)
3 X 0.5
MHP-FR not compatible (STAINLESS STEEL)
SU18 High Power 190 mm L
30 508 _, 152.4
SU18 High Speed 116 mm 03 ‘ ‘ —t {
: Su19 116 mm 3 |— 3x 95.97 J
LMR00-20-1.0-K156 | 1m |229mm| S@ainiess s
SU17.1 152 mm )
ML17-LL 86 mm M8 x PO.75 1o
0 2.29 glass fiber bundle 05 |
MHP-FR not compatible 30
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
SU18, SU19, SU17.1 and ML17-LL Sensors

Threaded Cylindrical (cont.)

Cable Fiber Sheathing Compatible

Model Number Length Diameter Material Sensors Sensing Range Dimensions (mm)
SU18 High Power 190 mm L
30 508 _ 152.4
SU18 High Speed 116 mm s 1y
Stainless Su19 116 mm 3 3x 05.97 |
LMR 00-2.0-2.0-K156 2m |2.29 mm Steel ox 0216
SU17.1 152 mm ’
ML17-LL 86 mm MExPo.7S 1o
© 2.29 glass fiber bundle 5 .
MHP-FR not compatible 30

Bendable Probe

Cable Fiber Sheathing Compatible

Model Number Length Diameter _Material Sensors Sensing Range Dimensions (mm)
SU18 High Power 160 mm 1143
a0 f 190.5
SU18 High Speed 76 mm
: SuU19 76 mm
LMR 00-1.5-1.1-K155  [1143mm| 2.2 mm Stg't”'eefs 1
e SU17.1 136 mm T
o3
ML17-LL 85 mm @ 3.3 STAINLESS STEEL (3X)
MHP-FR not compatible (’\g%r\?&sss STEEL)

Side-view / Periscope
Cable Fiber Sheathing Compatible
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Model Number Length Diameter _Material Sensors Sensing Range Dimensions (mm)
SU18 High Power 160 mm | 1905
SU18 High Speed 76 mm
! SuU19 76 mm
LMR 00-1.5-1.0-K157 (990 mm| 2.2 mm Stg't’::f‘s
SuU17.1 136 mm
ML17-LL 85 mm 1
MHP-FR not compatible o 4_1J &3 (smnmgs“ges?ggg
SU18 High Power 190 mm |
SU18 High Speed 116 mm . 152.4
su19 116 mm % U3
LCR 00-2.0-0.9-K158 914 mm| 2mm PVC <
SU17.1 152 mm ~
I b} 1
ML17-LL 86 mm __| 3.2
MHP-FR not compatible 022
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Glass Fiber Optic Cables

Sold individually. To complete a Thru-Beam Mode Glass Fiber Optic Cables
thru-beam pair, two units are required. for SU18, SU19, SU17.1 and ML17-LL Sensors

Threaded Cylindrical

Cable Fiber Sheathing Compatible

Model Number Length Diameter Material Sensors Sensing Range Dimensions (mm)
SU18 High Power 892 mm 1016
: 28 30 |
SU18 High Speed 144 mm ‘ 55 ‘ ‘ 17.8
i SuU19 144 mm -~ &3
LME 00-1.0-1.0-K151 1m |1.02mm| Staniess W
tee SU17.1 616 mm /
M4 x P0.7 2x @ 5.97 collar
ML17-LL 197 mm M2.6 x P0.45 02.16 tube
MHP-FR not compatible ©1.02 glass fiber bundle

Bendable Probe

Cable Fiber Sheathing Compatible

Model Number Length Diameter Material Sensors Sensing Range Dimensions (mm)
SU18 High Power 892 mm 990
SU18 High Speed 144 mm 22 9 127
12 7
. SuU19 144 mm “
LME 00-1.2-1.0-K150 990 mm| 2.2 mm S‘g't”'elss i
ee SU17.1 616 mm j
75 3.3 STAINLESS STEEL
ML17-LL 197 mm 0.7 022
STAINLESS STEEL
MHP-FR not compatible

Side-view /Periscope

Cable Fiber Sheathing Compatible
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Model Number Length Diameter Material Sensors Sensing Range Dimensions (mm)
. 990
SU18 High Power 892 mm 49
SU18 High Speed 144 mm [~ 262 *‘ 127 r T 12.7
. su19 144 mm ) —— 1
LME 00-1.2-1.0-K153 990 mm| 2.2 mm | Stainiess { j
- i Steel 3.3 STAINLESS STEEL
SU17.1 616 mm ais 022
ML17-LL 197 mm l 152 | [~ (§TaiNLEss see
MHP-FR not compatible f 3?3 M2.6 X 045

Array
Cable Fiber Sheathing Compatible : . .
Model Number Length Diameter Material Sensors Sensing Range Dimensions (mm)
SU18 High Power 2681 mm 520.7 |
- 40.6 127 127 (178
SU18 High Speed 432 mm 343 . .
8.9 ||—""—
520.7 Su19 432 mm o 3 B
LCE 00-1.6-0.5-K152 [ 2.2mm PVC © J r
mm SU17.1 761 mm St J
334 2x 0 5.97 collar
ML17-LL 246 mm 79
~l Optical fiber bundle
MHP-FR not compatible t[———0%ar
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
for RL(K)61-LL, MPG and MHP-F Sensors

Cylindrical Sensing Head

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter  Material Sensors Range
MHP-F Visible L
Red 5 mm 254 279 50.8 152.4
FE-BHS1S-3* 31t T '
. MHP-F Infrared | 11 mm ‘ 6.4 ‘ @]ﬂ:l:':l
% 0.69 mm Stglnless | 4
9 teel ?l:m
% RL(K)6T-LL | 20mm Lo 4.6L Lot
() FE-BHS1S-5 5t SST end tip —I12.7]-
Q MPG Infrared 23 mm Optical fiber bundle o .69 27.9
-~
Q
) MHP-F Visible L
o Red 10 mm
254 279 L 508 _ 152.4
8 FE-BHS3S-3* 3ft 1 127~
w Stainjess | MHP-F Infrared | 30 mm ‘ 041 ‘ QT
= 1.2 mm 1
[ Steel
fed t Py
(o] RL(K)61-LL 46 mm 1.5 79 Qm:lj:l
2 FE-BHS3S-5 5 ft SST end tip 127 |-
m MPG Infrared 51 mm Optical fiber bundle & 1.2 27.9
(/)]
b o] MHP-F Visible 48 mm L
E — " Red 27.9 508 152.4
L o] 3 - 3 (12,7 |-
c MHP-F Infrared | 95 mm 6.4 S —
®© 3.2 Stainless b
- .2mm Steol
N eel
) RL(K)61-LL | 170 mm Lo L Fo ! 2
e FE-BFS6S-5 5 ft SST end tip —[ 127 ]~
(@) MPG Infrared 190 mm Optical fiber bundle o 3.2 279
(7))
c
-F Visi L
@ FE-BTS6S-3* MHP-F Visible | 45 mm
n Red 381 g . 508 _ 152.4
o 3ft ‘ ‘
= FE-BTS6S-3HT! . MHP-F Infrared | 90 mm 64 QU T
e Stainless 1
8 3.2 mm Steel [ imB
92 FE-BTS6S-5 RL(K)61-LL | 160 mm *
[0} 5/16 x 24 SST Thd
o 5 ft 2 jam nuts included —l12.7 |[—
45 FE-BTS6S-5HT! MPG Infrared 180 mm Optical fiber bundle & 3.2 27.9
£
(2 MHP-F Visible L
45 mm
Red 38.1 50.8 152.4
FE-BTS6M-3* 3t 18 =
MHP-F Infrared | 90 mm 64 &j:"j:
szmm | PV chf e
U T
RL(K)61-LL 160
Y mm 5/16 x 24 SST Thd <
FE-BTS6M-5 5 ft 2 jam nuts included —{ 127 |—
MPG Infrared 180 mm Optical fiber bundle o 3.2 27.9

* Sensing ranges based on this model.
THigh-temperature model.
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
for RL(K)61-LL, MPG and MHP-F Sensors

Bendable Sensing Tip
Cable Fiber Sheathing Compatible Sensing . .
Model Number Length Diameter Material Sensors Range Dimensions (mm)
MHP-F Visible L
12 mm
Red 76.2 35.6 508 152.4
FE-BPS4S-3* 31t ‘ ‘
- 6.4 (ﬁﬂﬂ:ﬂ:':
1 Stainless | MHP-F Infrared | 39 mm | { 3
5mm
Steel t f
RL(K)61-LL 69 mm 23 SST7-9 |
end tip
FE-BPS45-5 51t Optical fiber bundle o 1.5 ‘ —~l 27|
MPG Infrared 77 mm 27.9

Side View/Periscope Sensing Head

(2}

Q

Q

]

O

Q

IS8

@)

L -

()

Q

L

)

—

3

Cable Fiber Sheathing Compatible Sensing . . -
Model Number Length Diameter Material Sensors Range Dimensions (mm) Q
N . n

MHP-F Visible 32 mm o]

Red 254 152, . 508 _, 152.4 pl

FE-BNSRA5S-3* 3 ft ‘ %
) MHP-F Infrared | 62 mm | | 6'47' gﬂml:ﬂ:':l [

23 mm Stainless o

; Steel ~= 7 Loy 5
RL(K)61-LL | 155mm 31 zf.s 70 )

FE-BNSRA5S-5 5t L SSTendte ~i 27|~ &
L 475 279 (o]

MPG Infrared 170 mm Optical fiber bundle o 2.3 ()

c

MHP-F Visible L o

Red 32 mm 27.9 152 . 508 152.4 n

L

S

MHP-F Infrared | 62 mm | | s.41 &j:ﬂ:':l ..6

FE-BNSRA5M-3 3t | 2.3mm PVC EI:\__% )
— = —_

RL(K)B1-LL | 155 mm 5s o 5.3L Lo & Q

1} LssTendtip — 127 |— -8

T o

MPG Infrared 170 mm t 4z 27.9 <

Optical fiber bundle @ 2.3 n_

* Sensing ranges based on this model.
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
for RL(K)61-LL, MPG and MHP-F Sensors

Right Angle Sensing Head

Cable Fiber Sheathing Compatible Sensing . .
Model Number Length Diameter Material Sensors Range Dimensions (mm)
MHP-F Visible L
6 mm
Red 254 356 508 152.4
FE-BHSRA3S-3* 3ft ‘ ‘ ‘
| 6.4 qﬂﬂﬂ:ﬂ:‘:
) 12 mm Stainless MHP-F Infrared 12 mm | 3
Q : Steel — 0
Q RL(K)B1-LL | 27 mm Las 79
®© SST end tip
O FE-BHSRA3S-5 51t Optical fiber bundle o 1.2 4" 12.7 |
RS} MPG Infrared | 30 mm 27.9
-~
Q
) MHP-F Visible L
o 45 mm
) Red 27.9 50.8 152.4
Q9 FE-BAS6S-3* 31t 5.2~ ‘ ‘
L . 64 QT
LL_\ Stainless MHP-F Infrared 97 mm 1
3.2mm T
2 Steel O,J *
o) RL(K)61-LL 160 mm — )
SST end tip
2 FE-BAS6S-5 5 ft L 97R ‘ —I 27|~
Q MPG Infrared 180 mm Optical fiber bundle 0 3.2 27.9
(/7]
© MHP-F Visible L
S 36 mm
© . Red 183,35 127 508 _ 152.4
o FE-BTSAS6S-3 3ft
c : MHP-F Infrared | 80 mm 478 64 oo T
Stainless L
S szmm | OG04 O,
(/) - {
RL(K)61-LL 155 mm L5/16x24 SST Thd
2] FE-BTSAS6S-5 5t L 2 lam nuts included 127 |~
3 MPG Infrared 170 mm Optical fiber bundle @ 3.2 27.9
(/2]
c -
) MHP-F Visible 36 mm L
(3 T EREaTE it Red 157, 381 oo 50.8 ‘ 152.4
= MHP-F Infrared | 80 mm 478 6.4 &j:llj:
- 3.2mm PVC TI7 i
g o] ([T
° RL(K)61-LL 155 mm L5/16x24 SST Thd T
o FE-BTSAS6M-5 5t L S e neluced —l127 |-
-Ig MPG Infrared 170 mm Optical-fiber bundle ¢ 3.2 27.9
L
o MHP-F Visible L
52 mm
Red 27915 oas . 508 _, 152.4
FE-BASTS6S-3* 3ft
6.4 @ﬂﬂ:ﬂ:':l
s MHP-F Infrared | 100 mm | émim
tainless mJ
3.2mm Steel ] !
04.75
RL(K)61-LL 170 mm = ‘ o] 127 |~
(]
FE-BASTS6S-5 51t "~ 5/16 x 24 SST Thd 279
-— 2 jam nuts included
MPG Infrared 190 mm Optical fiber bundle @ 3.2

* Sensing ranges based on this model.
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
for RL(K)61-LL, MPG and MHP-F Sensors

Array Sensing Head

Cable Fiber Sheathing Compatible Sensing . .
Model Number Length Diameter Material Sensors Range Dimensions (mm)
MHP-F Visible 42 mm L
Red 254, 1071508 _, 152.4
FE-BRL6S-3* 3t : ‘ [‘ : ‘
6. R\ 117
St MHP-F Infrared | 92 mm ] »
0.02" X 0.5" ainless @
Steel -
Sensing tip, aluminum Q
RL(K)61-LL 190 mm i —l12.7 |- ]
FE-BRL6S-5 51t 0 6.4 thru hole (2) . 279 | 8
MPG Infrared | 212 mm oo e e b=
Q
- @)
MHP-F Visible A
Red 40 mm 19 50.8 127 8
FE-BRL6S-3RA* 3t ‘ ‘ I i
MHP-F Infrared | 86 mm % | 6'41 -
0.81 mmx| Stainless = @
9.7 mm Steel ead 4 1"as I o
e BRLES.SRA . RL(K)61-LL 190 mm o4 ©3.18 Sensing tip, aluminum 27 |— 2
. : — 27.9 Q
MPG Infrared | 210 mm U; —97 (/)]
' °
MHP-F Visible L (1]
Red 46 mm 9. 381 1271508 152.4 ko]
FE-BRL7S-3* 3ft c
—e| |64 g T s
) | stainless MHP-F Infrared | 104 mm ) )
0.01"x 1.5 [
Steel - /‘9 - ) ami— T -
|_I=—Sensing tip, aluminum w
RL(K)61-LL 205 mm T l—6a4 —~l127|— i
FE-BRL7S-5 5ft © 4.75 thru hole (2) 27.9 8
MPG Infrared 230 mm oo,Bﬁi?iI ;i,%eu' bundle c
O
MHP-F Visible L (/)]
46 mm
Red o I 38.1 1271508 152.4 7)
| ea . =
MHP-F Infrared | 104 mm © 2 T}
FE-BRL7M-3 3ft 10.01"x1.5" PVC © 2
RL(K)61 -LL 205 mm 1] /T |— Sensing tip, aluminum Q!:E":l 0
| 64 —[12.7]=—
© 4.75 thru hole (2) 27.9 -Og
MPG Infrared | 230 mm Optical fiber bundle p-
o
* Sensing ranges based on this model.
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Glass Fiber Optic Cables

Thru-Beam Mode Glass Fiber Optic Cables Sold individually. To complete a
for RL(K)61-LL, MPG and MHP-F Sensors thru-beam pair, two units are required.

Cylindrical Sensing Head

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter Material Sensors Range
MHP-F Visible | L
Red 90 mm 254 | 27.9
FE-IHS1S-3* 3t " —rer—]
0.69 mm Stainless | MHP-F Infrared | 210 mm -=|:|J [ |
0 ) Steel { L
9 RL(K)61-LL | 460 mm 11 ‘ ”
o FE-IHS1S-5 5 ft SST end tip -9
[\ MPG Infrared 510 mm Optical fiber bundle @ .69
O
O MHP-F Visible L
= Red 95 mm 254 | 279
S FE-IHS3S-3* 3t Burrere pos
. 12 Stainless | MHP-F Infrared | 220 mm .‘=|:| O 1
O = mm Steel { t f —| 127 [—
O 15 Lgs7| L79
= RL(K)61-LL | 470 mm _ 279
W FE-IHS3S-5 51t SSTend tip
";‘ MPG Infrared 520 mm Optical fiber bundle @ 1.2
—
o i
2 MHP;e\é|S|ble 320 mm — L
S FE-IFS6S-3 3t I o
n 32mm | Stainless | MHP-Finfrared | 770 mm ST
o] - Steel L o ! —l127 [—
= RL(K)61-LL | 470 mm : .
© FE-IFS6S-5 51t SST end tip :
-g MPG Infrared 1300 mm Optical fiber bundle 2 3.2
©
g X .
) FE-ITS6S-3* MHP-F Visible | 350 1m L
- 3t Red 386 | 45|
(7] (6.4
— ¥ _3HT! i X
8 FE-ITS6S-3HT 3.2mm Stgltglgss MHP-F Infrared | 825 mm EL%j:m m*lnmmjgm:)«
c FE-ITS6S-5 RL(K)61-LL 1305 mm g/je X 241 sAs'rI ngd 079 )
0 Sﬁ Jam nuts Include =
n FE-ITS6S-5HT* MPG Infrared 1450 mm Optical fiber bundle o 3.2
O
= MHP;:'(:e\(/jISIbIe 300 mm — L
8 FE-ITS6M-3* 3t e
— NN A
8 3.2 mm PVC MHP-F Infrared | 825 mm Ot ‘ﬁ
’ — 127 |—
° RL(K)61-LL | 1305 mm L 5/16 x 24 SST Thd 7o
< FE-ITS6M-5 5 ft 2 jam nuts included -
[a MPG Infrared 1450 mm Optical fiber bundle @ 3.2

Bendable Sensing Tip

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter Material Sensors Range
MHP-F'{: \émble 190 mm L
FE-IPS4S-3* 3ft e ]
1.5 mm Stainless | MHP-F Infrared | 560 mm LOLLTTNTEET LT |
Steel 1127 |~
RL(K)61-LL 900 mm '
FE-IPS4S-5 51t 229
MPG Infrared 1000 mm Optical fiber bundle @ 1.5
* Sensing ranges based on this model.
THigh temperature model.
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Glass Fiber Optic Cables

Sold individually. To complete a Thru-Beam Mode Glass Fiber Optic Cables
thru-beam pair, two units are required. for RL(K)61-LL, MPG and MHP-F Sensors

Side View/Periscope Sensing Head

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter Material Sensors Range
MHP-F Visible L
Red 180 mm 254_152
FE-INSRA5S-3* 3t ‘ K 7o
i LR T,
Stainless | MHP-F Infrared | 400 mm = e
2.3mm Steel ‘31‘ to 5,3L‘L7'g ! 127 |- 8
RL(K)61-LL | 730 mm { LssTendtip 279 S
FE-INSRA5S-5 5ft T oars (8
MPG Infrared 810 mm Optical fiber bundle & 2.3
2
Q
@)
- - k
Right Angle Sensing Head 8
Cable Fiber Sheathing Compatible Sensing . . Lt
Model Number Length Diameter Material Sensors Range Dimensions (mm) -
(7]
-F Visi b
MHPF'{:\c/iISIble 90 mm L °
FE-IHSRA3S-3* 3t e 254,356 ‘ o »
. ] } c
1.2 mm Stg;rgl:lss MHP-F Infrared | 190 mm — f $
RL(K)61-LL | 485mm Lislrs , 1127 |
FE-IHSRA3S-5 5 ft _ -SSTendtip 25.4 ©
MPG Infrared 540 mm Optical fiber bundle @ 1.2 ]
— T
MHP;I:e\élsmle 340 mm L %
FE-IAS6S-3* 3t &‘1 541 (6.4 5
32 Stainless | MHP-F Infrared | 950 mm m** MR QI 1 n
-2 mm Steel “L wm 1 — 127 Q
RL(K)61-LL 1305 mm SST end tip 279 (o)
FE-IAS6S-5 51t 87R 2
MPG Infrared 1450 mm Optical fiber bundle ¢ 3.2 o
— (/)]
MHP-Fi:e\é|S|ble 260 mm —— L 9
FE-ITSAS6S-3" 3t e 2T s =
thﬂ {~ [T}
i MHP-F Infrared | 660 mm T ] 1 Q
3.2 mm Stainless > ﬁﬂfulﬂu [ ‘ @
Steel 1] L — 127 |~ Q
5/16 x 24 SST Thd
RL(K)61-LL 1150 mm 2 jam nuts included 27.9 B
FE-ITSAS6S-5 5 ft 9.7R o
MPG Infrared | 1280 mm Optical fiber bundle o 3.2 i
MHP;:';:Q\éISIbIe 260 mm — L
FE-ITSAS6M-3* 3 ft - 175 127 64
. 4
NN
MHP-F Infrared | 660 mm > € | —
3.2mm PVC QT(r_ij:'UHU f — 127 |—
- Lsn 6 x 24 SST Thd ’
RL(K)61-LL 1150 mm 2 jam nuts included 279
FE-ITSAS6M-5 5ft 9.7R
MPG Infrared 1280 mm — Optical fiber bundle o 3.2
MHP-F Visible 300 mm - L |
Red =" 15 | 6.4 ‘
FE-IASTS6S-3* 3 ft ‘ ‘ [
4o Stainless MHP-F Infrared | 800 mm gL t79f 12,7 [—
.2 mm .
Steel _ 27.9
RL(K)61-LL | 1170 mm 3
FE-IASTS6S-5 5 ft ~—5/16 x 24 SST Thd
2 jam nuts included
MPG Infrared | 1300 mm Optical fiber bundle o 3.2
* Sensing ranges based on this model.
Refer to General Notes Relating to Product Information Copyright Pepperl+Fuchs
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Glass Fiber Optic Cables

Thru-Beam Mode Glass Fiber Optic Cables Sold individually. To complete a
for RL(K)61-LL, MPG and MHP-F Sensors thru-beam pair, two units are required.

Array Sensing Head

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter Material Sensors Range
MHP-F Visible 280 mm .
H 1l
FE-IRL6S-3* 3ft od R 276 ‘
0.02x 0.5" Stainless | MHP-F Infrared | 700 mm 9_57 ® :mmmmmmm:q:
8 Steel > Sensing tip, aluminum e
_ RL(K)61-LL 1080 mm — |—6.4 279 |
Q FE-IRL6S-5 5 ft ©3.18 thru hole (2)
S MPG Infrared | 1200 mm G087 boar Punce
. X 0.
O
Q. MHP-F Visible 310 mm L
) Red RIS
“ FE-IRL7S-3* 3t -
) & o4
Q Stainless | MHP-F Infrared | - 750 mm 00 ]
LL T Steel ] /? Sens’rt tip, aluminum i
"~ = |l 1P, aluminul
» RL(K)61-LL | 1125 mm Tea " 279
‘6 FE-IRL7S-5 5 ft 0 4.75 thru hole (2)
7 MPG Inf d 1250 OOBE‘icaI f]ibser bundle
nirare mm .01" x 1.5"
c
Q -
(/)] MHPg:e\éls,lble 300 mm
e
< 3
o MHP-F Infrared | 740 mm | .
i o Tubing Metal
c FE-IRL7S-3R 3ft |0.017x 15| Stainless T N9 R
(1] Steel p] i{ | %&r Collar @ 7.92
= RL(K)61-LL | 1080 mm Blo Ll 1IN oxoars
m b 9
- % Sensing Tip
(7] 508 ] )
5 MPG Infrared | 1200 mm =SS5 W
[72)
c
Q
N
L2
S
-
(8]
9
<))
(]
]
o
=
o

Refer to General Notes Relating to Product Information Copyright Pepperl+Fuchs
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
for OCT300-M1K and VL18LL Sensors

Cylindrical Sensing Head (cont.)

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter  Material Sensors Range
0J500-M1K 24 mm - © T 500
> Q
; OCT500-M1A | 24 mm
LMR18-1.1-05K3 | 05m | 1.1mm | Staness == —3—————
ee OCT300-M1K 9mm 20
VL18LL 5 ® a3
mm
S
0J500-M1K 85 mm : @ 250 IS
Stainless | OCTS00-M1A | 85 mm i o
LMR 18-2.3-0.25-K3 | 0.25m | 2.3mm Stesl ———————— RS)
ee OCT300-M1K | 37 mm 20 =
35 Q
VL18LL 25 mm )
L -
0J500-M1K 85 mm - 500 [}
OCT500-M1A | 85 = ¢ F Q
i | mm
LMR18-2.3-05-K3 | 05m | 23mm | Stinless e L
Steel OCT300-M1K | 37 mm 20 &
VL18LL 25 mm & o
0J500-M1K 300 mm 9 © 500 2
<
OCT500-M1A | 300 mm s ° )
LCR 18-3.2-0.5-K1 05m | 32mm PVC ——1 ——— a3t (7))
OCT300-M1K | 85mm 20 s
VL18LL variable 35 s
LMR 18-3.2-0.5-K1 0.5m 0J500-M1K | 153 mm 0 © 500/1000/2000/3000 'g
g [S)
LMR 18-3.2-1.0-K1* im ; OCT500-M1A | 153 mm @
32mm | Stainless —— — E S
LMR 18-3.2-2.0-K1 2m Steel OCT300-M1K | 62mm 20 ')
LMR 18-3.2-3.0-K1 3m VL18LL 43 mm 35 &
1 <9
0J500-M1K | 185mm ~
LCR 18-32-05-K2* | 0.5m 3 H 50012000 2
OCT500-M1A | 185mm e = c
3.2mm PVC — { )
OCT300-M1K 74 mm 20
LCR 18-3.2-2.0-K2 2m n
VL18LL 44 mm 35 o
0J500-M1K 80 mm P . 500 =
- OCT500-M1A | 80 mm s £ O
LMR 182.30.5K2 | 05m | 23mm | Stanless e —— — )
Steel OCT300-M1K | 30 mm 2 o
VL18LL 23 mm 35 .8
(o)
0J500-M1K 80 mm " 500 i
i OCT500-M1A | 80 mm o
LMR 182.3-0.5K7 | 05m | 2.3mm | Stainiess —_
Steel OCT300-M1K | 30 mm T S
VL18LL 23 mm
0J500-M1K | 173 mm T
o 2000
Stainless | OCT500-M1A | 173 mm s
LMR 18-3.2-2.0-K4 2m 3.2mm
Steel OCT300-M1K | 65mm E—
VL18LL 40 mm 35
* Sensing ranges based on this model.
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables
for OCT300-M1K and VL18LL Sensors

Right Angle Sensing Head

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter  Material Sensors Range
0J500-M1K 95 mm o 14 1000
Q
OCT500-M1A 95 mm
LCR 18-2.7-1.0-K9 1m 2.7mm PVC e =
OCT300-M1K 38 mm Sll—
VL18LL 25 mm od
0J500-M1K 95 mm o 14 500
Q
f OCT500-M1A 95 mm
LMR 182.7-05K9 | 05m | 27mm | Staniess = =
ee OCT300-M1K | 38mm °
VLA8LL 25 mm 24
0J500-M1K | 75 mm =2 500
OCT500-M1A 75 mm —— ——
LSR 18-2.3-0.5-K12 0.5m 2.3mm Silicone o
OCT300-M1K 30 mm
VL18LL 21 mm _ 1l o4

Thru-Beam Mode Glass Fiber Optic Cables
for OCT300-M1K and VL18LL Sensors

Cylindrical Sensing Head

Cable Fiber Sheathing Compatible Sensing

Model Number Length Diameter Material Sensors Range

Dimensions (mm)

0J500-M1K 1300 mm Q 500

M4

Steel OCT300-M1K | 410 mm &
VL18LL 360 mm EE://é

0J500-M1K 1300 mm

. OCT500-M1A | 1300 mm T2 I
LME 18-2.3-0.5-K3 | 05m | 2.3mm | Stainless \ —3%

500

OCT500-M1A | 1300 mm = =
LCE 18-2.3-0.5-K2 0.5m 2.3mm PVC 20 \\

04.5
M8 x 1

%]
Q£
Q

)

O
L
]

@)

o

()
Q
w

%)

S

(®]

(/2]

c

Q
()]
O

S

©
©

c

L]
e
(7))

%)

)

O

(72]

c

Q
(7))

O
=
e}

[3)
L

Q

O
o=

[®)
=
o

OCT300-M1K 410 mm 35 =
VL18LL 360 mm E@:If
LME 18-2.3-0.5-K2 | 0.5m 0J500-M1K | 1300 mm 2 X 500/1000/2000
Q >
. OCT500-M1A | 1300 mm —f
LME 18-2.3-1.0-K2* | 1m | 2.3mm | Stainiess 20 k
Steel S
OCT300-M1K | 410 mm 35 2 =
LME18-2.3-2042 | 2m VL1SLL | 360mm E@://
0J500-M1K 1300 mm | 500
Stainl OCT500-M1A | 1300 mm 1 *fﬁ
LME 18-2.3-0.5-K4 | 05m | 2.3mm g‘t’;eef's o .
OCT300-M1K | 410 mm 2 =

VL18LL not @

compatible
* Sensing ranges based on this model.
Refer to General Notes Relating to Product Information Copyright Pepperl+Fuchs E
576 Pepperl+Fuchs Group USA: +1 330 486 0001 Germany: +49 621 776-4411 Singapore: +65 6779 9091 PEPPERL+FUCHS

www.pepperl-fuchs.com fa-info@us.pepperl-fuchs.com fa-info@de.pepperl-fuchs.com fa-info@sg.pepperl-fuchs.com SENSING YOUR NEEDS



Glass Fiber Optic Cables

Thru-Beam Mode Glass Fiber Optic Cables
for OCT300-M1K and VL18LL Sensors

Right Angle Sensing Head

Cable Fiber Sheathing Compatible Sensing

Model Number Dimensions (mm)

Length Diameter Material Sensors Range
0J500-M1K | 830 mm il 500
OCT500-M1A | 830 mm o
LCE 18-2.3-0.5-K9 05m | 2.3mm PVC T ? = |

o4 3
OCT300-M1K 240 mm
VL18LL 240 mm

500

o8
=

0J500-M1K 275 mm

OCT500-M1A | 275 mm

o4 3
OCT300-M1K 97 mm
VL18LL 89 mm

500

10

LSE 18-1.1-0.5-K9 0.5m 1.1 mm Silicone

28
=

0J500-M1K 1050 mm

OCT500-M1A | 1050 mm

_10

Stainless
Steel 04 -
OCT300-M1K | 310 mm
VL18LL 270 mm

500

LME 18-1.9-0.5-K9 0.5m 1.9 mm

o8
N
o

0J500-M1K 830 mm

OCT500-M1A | 830 mm

10

I

I

I

|
J

)
Q2
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£

(o}

[72]
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Q
»n
T

S

©
T

c

©
el
»

n

S

o

(/2]

c

Q
»

O
-
el

o
2

(]

O
o]

o
L
o

Stainless 1
LME 18-2.3-0.5-K10 | 0.5m | 2.3mm Steol E_ 06 —+---IE-
OCT300-M1K | 308 mm
not
VLiSLL compatible I
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Glass Fiber Optic Cables

Diffuse Mode Glass Fiber Optic Cables

for MLV41-LL-IR and MLV41-LL-RT Sensors

Model Number Dimensions (mm)

Length | Diameter | Material Sensors Range

‘ Cable Fiber Sheathing Compatible ‘ Sensing ‘

MLV41-LL-IR 90 mm 30

LLR 04-1.6-0.5-G 0.5m 1.6 mm |Metal-Silicone

ME

MLV41-LL-RT 40 mm

20 1000

MLV41-LL-IR 100 mm

5 08

LLR 04-1.9-1.0-WC5 1.0m 1.9 mm |Metal-Silicone

MLV41-LL-RT 50 mm

MLV41-LL-IR 7 mm

%]
Q£
Q

)

O
L
]

@)

o

()
Q
w

%)

S

(®]

(/2]

c

Q
()]
O

S

©
©

c

L]
e
(7))

%)

)

O

(72]

c

Q
(7))

O
=
e}

[3)
L

Q

O
o=

[®)
=
o

LMR 04-0.5-0.5-Z1 05m | 0.5mm Metal 5y
MLV41-LL-RT 6 mm
MLV41-LL-IR 90 mm
LMR 04-1.9-0.5-Z1 0.5m 1.9 mm Metal i
[-]
MLV41-LL-RT 40 mm
MLV41-LL-IR 80 mm g3 01000
LCR 04-1.6-0.5-Z1 0.5m 1.6 mm PVC o +-—}——=
MLV41-LL-RT 40m 10 2
MLV41-LL-IR | 100 mm 2 2000000
LCR 04-1.6-1.0-Z21 1.0m 1.6 mm PVC g — 1|
MLV41-LL-RT | 50 mm 10| % %
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Glass Fiber Optic Cables

Thru-Beam Mode Glass Fiber Optic Cables
for MLV41-LL-IR and MLV41-LL-RT Sensors

‘ Cable Fiber Sheathing Compatible Sensing ‘

Model Number Dimensions (mm)

Length | Diameter | Material Sensors Range
Co14 500/1500 ,
MLV41-LL-IR 100 mm
)
Q
LCE 04-1.1-0.5-WC3 0.5m 1.1 mm PVC S
©
O
MLV41-LL-RT 50 mm _.(:)
Q
@)
L -
)
15 1000 E
(]
MLV41-LLAR | 280mm | © »
pes
(]
(7]
LCE 04-1.6-1.0-Z1 1.0m 1.6 mm PVC q:J
»n
MLV41-LL-RT | 80 mm ©
©
T
c
©
el
an
MLVA1-LL-R | 280 mm )
o )
= o
(7/]
LLE 04-1.6-1.0-G 1.0m | 1.6mm |Metal-Silicone] g
(/)]
o
MLV41-LL-RT 40 mm -
el
o
9
Q
o
]
o
K
o
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Fiber Optic Cables Accessories

(Dimensions in mm)
Accessories for Plastic Fiber Optic Cables

MHP-FOA PFA-1MM KL-CUT2

One-piece adapter that allows use This adapter must be used to ensure proper Plastic fiber optic cable cutter.
of 2.2 mm diameter plastic fiber connection of all 1 mm bundle diameter plastic

optic cables with MHP-FR sensors. fiber optic cables. Sold individually. Two units are

required for a fiber optic cable.
Adapter included with all 1 mm bundle diameter
fiber optic cables.

e —

(o)}

2]

11
218 5 2 4.1 24 / M4P0.7
M3 031 032 n
o5

K-LA06
Collimation lens for M4 threaded tip diffuse fiber
optics, plastic. Increases operating range up to

(%))
Q
Q

]

Q
L

]

o

o

)

Q K-LAO1 K-LA02

Iy Lens for M2.6 threaded tip thru-beam plastic fiber Right-angled lens for M2.6 threaded tip thru-beam plastic

- optics, stainless steel, increases operating distance. fiber optics, stainless steel. Sold individually.

2 Sold individually.

8 9.3

c

% 93 04 5.5

a4 5.5
04

° p

(]

T

c

E M2.6 23
»n M2.6

)

)

o

(7] K-LAO3 K-LA04

% Lens for M3 threaded tip diffuse plastic fiber optics, Lens for M4 threaded tip diffuse plastic fiber optics,
N plastic. Focuses light spot to 0.5 mm diameter. plastic. Focuses light spot to 0.7 mm diameter.
o

b 20

-'5 15.5

9

o

O

=

(@)

£

(2

eight times.
19.5
06.4 4
g —

o3

M4
0 6.4
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